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Introduction:
This is a quick and easy necklace that has an industrial feel with a beautiful 
touch from the glowing Lunasoft cabs. It is made with modified right angle 

weave and a zigzag stitch. Tight tension is needed to make the 
cab bezel hold and to keep the zigzag stitch straps snug. 

As usual when making jewelry with two-hole beads you need to check for 
plugged holes, cracks or chips. I chose to use 8 pound Fireline to help hold plugged holes, cracks or chips. I chose to use 8 pound Fireline to help hold 
the beads snug to each other. If you prefer 6 pound Fireline you may need 
to go through the strap a second time. When attaching the cabs together 

you may need to switch to a thin needle as it is snug bezel on the 18 mm cabs.

Legend:

Bi = Bi-Bo Beads

“O” Bead or Triangle Bead = O or Tri

15/0 = 15/0 Seed Beads

11/0 = 11/0 Seed Beads

Luna = Lunasoft Cabochon

Grayed Out = Existing beads

Materials:
24mm Lunasoft Cab 
2 18mm Lunasoft Cab
10 grams Bi-Bo beads
1 gram 11/0 seed beads

2 - 3 grams 15/0 seed beads
6 - 7 grams 6 - 7 grams Tri Beads

Clasp, I used toggle clasp
Thread, I use 8 lb Fireline
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2. U-turn to open hole on a Bi bead, 
pick up 11/0 and sew through next Bi bead.

Repeat all the way around.

1. Pick up 1 Bi, 1 Tri fifteen times (15X)
Sew through all again and tie knot.

3. Exit an 11/0, pick up 3 11/0 and sew through 11/0 your thread is exiting
to create a RAW unit. Sew forward to exit next 11/0.

4. Pick up 2 11/0 and sew down the 2nd (counter clockwise) 11/0 in first unit. 
See Diagram.

18mm Cab Bezel
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7. Sew up to exit 3rd 11/0 in a unit, pick up a 15/0 and sew forward 
through the next 3rd 11/0 in next unit over. 

Repeat all around and sew through all beads again to secure and snug.

5. Keep tight tension and repeat step
4 twelve (12) more times. At around
3/4 of the way, place cab in and hold
in place while you add rest of RAW

units. Keep snug!

6. At last 11/0 in Bi ring, sew up through the 4th 11/0 in first RAW unit created.
Pick up 11/0 and sew down 2nd 11/0 in last unit made. 
Pull snug to center the 11/0 over the Bi beads.
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1. With thread exiting a Bi bead on the 24mm cab you just made, 
(top or bottom, doesn’t matter) pick up 15/0 Bi, 15/0 and sew 

through a corresponding Bi bead on 18mm. 
(If your started on top, sew through top as well vice versa)

See note on next page

Connect the Cabs
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8. Sew back out to exit a Bi bead, U-turn up to Tri ring. Take a minute and 
make sure that all Tri beads are flipped so a flat edge lines up flush 

along edge with the Bi beads. Sew through the Bi and Tri round once more
 to secure the Tri beads in place. Use tight tension. Tie off and end thread.

9. Make a second 18mm with the previous instructions.
Make a 24mm with the same instructions only start with 20 Bi-Tri beads in ring and 

use 11/0 in place of the 15/0 in step 7. DO NOT END THREAD on the 24mm

2nd 18mm



4. Sew forward on bottom ring of the 24mm to skip 6 Bi beads. At the 
7th, repeat steps 1 - 3 to connect the other 18mm cab. 

Sew forward and tie off. End thread.
NOTE: if the top ring on the 24 mm seems loose after connecting the 18mm, 

feel free to sew through to secure and tighten.

3. U-turn down or up to other hole 
of a Bi bead (it may be easier to use

one just added instead of a bezeled one)
Pick up 15/0 and sew through next Bi
bead to match the bottom connection.

*NOTE*: It can be difficult to get the needle through on the top ring of the 18 mm bezel. 
If you need to sew further forward and then back sew you can or sew through a 
Bi and a Tri bead. It may be necessary to use a thinner needle and if it's too difficult 
to go through a second time you may want to reinforce on the bottom connection.

You can see I went through a Bi and Tri when making this connection.

2. Pick up 15/0, Bi, 15/0 and sew through
the Bi bead thread was exiting at step 1.
Sew through ring again to secure.
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2. Pick up Tri, Bi, 3 15/0, sew a 
U-turn down open hole of Bi bead
we just picked up. Pull snug so the tri
beads are snug between the Bi beads.
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Straps: 
On a comfortable length of thread, attach a stop bead at 8 inches.

4. At last unit with thread exiting a Bi bead, sew through a Bi bead 7 units 
over from connection on bottom of 18mm bezel. Pick up an 8/0 and sew 
through the Bi, Tri, Bi and the 3 15/0. See Diagram. Repeat to secure. 

Sew through, tie off end thread. You can sub 2 15/0 for 8/0.

3. Repeat to half of your desired length, I used 52-56 Bi beads on each half.

1. Pick up a Bi, 3 15/0 and sew down
open hole on same Bi bead.

5. Repeat steps above to make another
strap and attach it to the other side

of the 18mm cab.
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Clasp: 
Remove stop bead and attach needle to tail on one end of one strap..

1. Sew up the other hole of the last Bi bead
and U-turn through the 3 15/0 and exit

out the Bi bead. (this is to snug the last bead
up a bit)

NOTE: If stitching on your strap seems loose, feel free to sew back through 
and tighten it up when you are ending your thread.

If you have any questions, email me 
laura@desertstarcreations.com or through my 

Etsy store. I also have more tutorials 
and finished jewelry items available.

3. Repeat all the way around. Tie off, end thread.
Attach needle to other end and repeat 

to add clasp to other strap.
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2. Pick up 8/0, 5-7 11/0 and half your
clasp, sew down the Bi bead, same hole,

same direction to create a loop.


